LAMAX X10 Taurus
How to update firmware on LAMAX X10

Camera from version 1.0 [verl.0]

Windows 10
32/64 bit




1. Install DirectUSB

2. Proceed through the installation process until it's completed

§5) Setup - DirectUs8 -

Select Destination Location
Where should DirectUSB be installed?

Setup will install DirectUSB into the following folder.

To continue, dick Next. If you would lke to select a different folder, dlick Browse,

[ Browse...

Atleast 51,1 MB of free disk space is required,
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Completing the DirectUSB Setup
Wizard

Setup has finished installing DirectlUSB on your computer. The
application may be launched by selecting the installed icons.

Click Finish to exit Setup.




3. Choose to restart the computer. Before clicking “Restart”, hold the “Shift”
key down until a blue screen with three options appears. Select the
“Troubleshoot” option.

Choose an option

Continue
Exit and continue to Windows 10
i
Rt
5
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Reset this PC
Lets you choase 1o keep of remove:
your fiies, ard then reinstails Windows.




5. In “Advanced options” choose “Startup Settings”

© Advanced options

System Restore Command Prompt
e & restre pors recorded an your
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6. Click on the “Restart” button
@© Startup Settings

Restart to change Windows options such as:




7. After restarting, another blue screen appears.

Choose option “7) Disable driver signature enforcement” by pressing the “7”
key on your keyboard.

Startup Settings

Press a number to choose from the options below:

Use number keys or functions keys F1-F9.

1) Enable debugging

2) Enable boot logging

3) Enable low-resolution video

4) Enable Safe Mode

5) Enable Safe Mode with Networking

6) Enable Safe Mode with Command Prompt
7) Disable driver signature enforcement

8) Disable early launch anti-malware protection
9) Disable automatic restart after failure

Press F10 for more options
Press Enter to return to your operating system




8. After the Windows 10 system boots up, connect the X10 camera to your
PC via a Micro USB cable. Before and whilst connecting the camera to the
cable you must hold down the “UP” button on the camera [upper side button].
The camera should now be connected to the computer in “service mode”
with the display off and with both LED lights [blue and red] on the back lit up.
Now release the “UP” button.

9. Launch “This PC” application.

Then click on “System properties”
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9. Click on “Device Manager”

10. There should be
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11. Right click on “Unknown device” and choose “Update Driver Software”

v K7 Other devices
B4 Unknown device

# Ports (CO Update Driver Software...
7= Print quet Disable

L Processor Uninstall

B Software ¢

iy Sound, vic Scan for hardware changes
S Storage cc :
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@ Universal Serial Bus controllers

12. Now select the “Browse my computer for driver software” option

X

B Update Driver Software - Unknown Device

How do you want to search for driver software?

—> Browse my computer for driver software
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Cancel




13. Choose your root “DirectUSB Il folder”

14. A Windows warning will appear but select the
“Install this driver software anyway” option .

& Windows Security X

X Windows can't verify the publisher of this driver software

—> Don't install this driver software

i—> Install this driver software anyway
Only install driver software obta

disc. Unsigned software from other sources may harm your computer or steal ;
nformation

om your manufacturer's website or

See details

and click on the “OK” button

Browse For Folder X

Select the folder that contains drivers for your hardware.

v Program Files (x86) A
v Ambarella
v DirectUSB Il
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Driver

Audacity

Bandicam
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Folder: DirectUSB II




15. The X10 camera driver should be installed now. You should see
“Ambarella Evaluation Board 1.2.3.0” in the “libusb-win32 devices” folder
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Windows has successfully updated your driver software

Windows has finished installing the driver software for this device:

s Human Interface Devices
=@ IDE ATA/ATAPI controllers
Ambarella Evaluation Board 1.2.3.0 3 Imaging devices
| = d =2 Keyboards
v @ libusb-win3Z devices
9 Ambarella Evaluation Board 1.2.3.0
@ Mice and other pointing devices
I Monitors
| 2 Network adapters
W Ports (COM & LPT)
| 7 Print queues
| ] Processors
| B Software devices
| i Sound, video and game controllers
S Storage controllers
| Em System devices
|

§ Universal Serial Bus controllers




16. Launch the DirectUSB application by double-clicking on the
“DirectUSB.exe” file. The "DirectUSB II” folder should be in the "Ambarella”

folder in "Program Files” or “Program files (x86)".
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17. First choose the “a12evk” option under “Board” and then switch the
“DRAM?” option to “Download”.
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18. Click on “Firmware programming” and then “Choose”

T ] | i 19. Select the new .elf firmware in the new
e ~ | firmware package and click on “Open”.
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18. Click on the “Download” button and the firmware update should begin.
Do not disconnect the camera under any circumstances during the update

process. It should take up to three minutes.
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18. After the firmware is successfully updated, an “OK” sign will appear in a
green circle and “Firmware Programming Success” can be seen in the
console. Now disconnect the camera and remove the battery from the device
for 5 seconds. After this the camera is updated to the new firmware version.

After the initial startup of the camera, the device _
should automatically restart once. o )
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PART_BLD: success (76032) A
PART_UPD:  success (1063168)
PART_SYS:  success (6236416)
PART_DSP: success (49576896)
PART_ROM: success (H042432)
PART_LMNX: success (5845248)
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Disclaimer:

This procedure should be used only on X10 cameras with firmware verl.0.
Any device with the firmware verl.1 or higher should be updated using the
simpler SD card method.

We are not the creators of the DirectUSB application. The creators of
DirectUSB are not responsible for any X10 device damaged by firmware
programming. Do not use it on any other device.




